
Collection

Construction

Product Thickness

Finish

Installation Options

Maintenance Options

Warranty

Shipping Weight

Deeply Rooted

Engineered Hardwood

9/16 in.

UV Cured Coating With an Aluminum Oxide Finish

Glue, Staple or Lay Loose

Dry sweep, dust mop or vacuum and use hardwood & laminate floor cleaner

15-Year Commercial Warranty

Contact Customer Service: 888.338.1029 or customerserviceteam@ahfproducts.com

For warranties, installation and maintenance instructions, contact your 

Parterre Sales Representative or visit our website at: www.parterreflooring.com

parterreflooring.com        888.338.1029        978.203.5400 June 2021

PRODUCT

SPECIFICATION SUMMARY
Deeply Rooted Engineered Hardwood

AMBIENT WHITE OAK

LTMD9E17W

9.0"

15.7" up to 86.6"

9/16" (0.571" / 14.5mm)

3.0mm

White Oak

Sawn & Wire-brushed

Standard

Matte

32.7sq. ft.

74lbs.

CENTURY WHITE OAK

LTMD7E33W

7.5"

15.7" up to 75.6"

9/16" (0.571" / 14.5mm)

3.0mm

White Oak

Sawn & Smooth

Premium

Low

23.5sq. ft.

55lbs.

DUTCH WHITE OAK

LTMD7E43W

7.5"

15.7" up to 75.6"

9/16" (0.571" / 14.5mm)

3.0mm

White Oak

Sawn & Smooth

Premium

Low

23.5sq. ft.

55lbs.

QUEEN WHITE OAK

LTMD9E27W

9.0"

15.7" up to 86.6"

9/16" (0.571" / 14.5mm)

3.0mm

White Oak

Sawn & Wire-brushed

Standard

Matte

32.7sq. ft.

74lbs.

VINTAGE WHITE OAK

LTMD9E06W

9.0"

15.7" up to 86.6"

9/16" (0.571" / 14.5mm)

3.0mm

White Oak

Sawn & Wire-brushed

Standard

Matte

32.7sq. ft.

74lbs.

HARMONIC WHITE OAK

LTMD9E26W

9.0"

15.7" up to 86.6"

9/16" (0.571" / 14.5mm)

3.0mm

White Oak

Sawn & Wire-brushed

Standard

Matte

32.7sq. ft.

74lbs.

CAMBRIDGE WHITE OAK

LTMD9E86W

9.0"

15.7" up to 86.6"

9/16" (0.571" / 14.5mm)

3.0mm

White Oak

Sawn & Wire-brushed

Standard

Matte

32.7sq. ft.

74lbs.

DUSKY WHITE OAK

LTMD9E18W

9.0"

15.7" up to 86.6"

9/16" (0.571" / 14.5mm)

3.0mm

White Oak

Sawn & Wire-brushed

Standard

Matte

32.7sq. ft.

74lbs.
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SPECIFICATIONS FOR DEEPLY ROOTED™ ENGINEERED HARDWOOD

™

TECHNICAL INFORMATION

PERFORMANCE

Parterre engineered hardwood flooring is tested to the standards of: • ASTM E648 (Fire, Radiant Panel)

• ASTM E662 (Smoke Evolution)

• ASTM D2047 (Slip/COF)

• EN 13329 (Taber, S-33 Paper)

• EN 16094 (Martindale A & B)


